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§195.401 General requirements.

(a) No operator may operate or main-
tain its pipeline systems at a level of
safety lower than that required by this
subpart and the procedures it is re-
quired to establish under §195.402(a) of
this subpart.

(b) Whenever an operator discovers
any condition that could adversely af-
fect the safe operation of its pipeline
system, it shall correct it within a rea-
sonable time. However, if the condition
is of such a nature that it presents an
immediate hazard to persons or prop-
erty, the operator may not operate the
affected part of the system until it has
corrected the unsafe condition.

(c) Except as provided in §195.5, no
operator may operate any part of any
of the following pipelines unless it was
designed and constructed as required
by this part:

(1) An interstate pipeline, other than
a low-stress pipeline, on which con-
struction was begun after March 31,
1970, that transports hazardous liquid.

(2) An interstate offshore gathering
line, other than a low-stress pipeline,
on which construction was begun after
July 31, 1977, that transports hazardous
liquid.

(3) An intrastate pipeline, other than
a low-stress pipeline, on which con-
struction was begun after October 20,
1985, that transports hazardous liquid.

(4) A pipeline on which construction
was begun after July 11, 1991, that
transports carbon dioxide.

(5) A low-stress pipeline on which
construction was begun after August
10, 1994.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-33, 50 FR 15899, Apr.
23, 1985; Amdt. 195-33A, 50 FR 39008, Sept. 26,
1985; Amdt. 195-36, 51 FR 15008, Apr. 22, 1986;
Amdt. 19545, 56 FR 26926, June 12, 1991;
Amadt. 195-53, 59 FR 356471, July 12, 1994]

§195.402 Procedural manual for oper-
ations, maintenance, and emer-
gencies.

(a) General. Each operator shall pre-
pare and follow for each pipeline sys-
tem a manual of written procedures for
conducting normal operations and
maintenance activities and handling
abnormal operations and emergencies.
This manual shall be reviewed at inter-
vals not exceeding 15 months, but at
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least once each calendar year, and ap-
propriate changes made as necessary to
insure that the manual is effective.
This manual shall be prepared before
initial operations of a pipeline system
commence, and appropriate parts shall
be kept at locations where operations
and maintenance activities are con-
ducted.

(b) The Administrator or the State
Agency that has submitted a current
certification under the pipeline safety
laws (49 U.S.C. 60101 et seq.) with re-
spect to the pipeline facility governed
by an operator’s plans and procedures
may, after notice and opportunity for
hearing as provided in 49 CFR 190.237 or
the relevant State procedures, require
the operator to amend its plans and
procedures as necessary to provide a
reasonable level of safety.

(c) Maintenance and normal operations.
The manual required by paragraph (a)
of this section must include procedures
for the following to provide safety dur-
ing maintenance and normal oper-
ations:

(1) Making construction records,
maps, and operating history available
as necessary for safe operation and
maintenance.

(2) Gathering of data needed for re-
porting accidents under subpart B of
this part in a timely and effective man-
ner.

(3) Operating, maintaining, and re-
pairing the pipeline system in accord-
ance with each of the requirements of
this subpart and subpart H of this part.

(4) Determining which pipeline facili-
ties are located in areas that would re-
quire an immediate response by the op-
erator to prevent hazards to the public
if the facilities failed or malfunctioned.

(5) Analyzing pipeline accidents to
determine their causes.

(6) Minimizing the potential for haz-
ards identified under paragraph (c)(4)
of this section and the possibility of re-
currence of accidents analyzed under
paragraph (c)(5) of this section.

(7) Starting up and shutting down
any part of the pipeline system in a
manner designed to assure operation
within the limits prescribed by
§195.406, consider the hazardous liquid
or carbon dioxide in transportation,
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